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C O R P ORATI ON

“SWIVEL KING” KICKLESS CABLE

ROTATES 180° EITHER DIRECTION

The “Swivel-King” Dual Conductor Cable is one of the greatest innovations to hit the spot welding
market in years. This cable will allow the welding head to twist 180 degrees, with as little as 15 Ibs of
pressure. The swivel feature relieves stress on the shoulders, arms, and wrists of the welders on the
floor. It has made life a lot easier on people and robots alike.

The “Swivel-King” can be ordered in any length, MCM size, or terminal combination. The only extra
information required is where do you want the swivel placed? Every machine is different so the place-
ment of the swivel can vary with any operation. Simply look at the operation and find a place back
from the welding head where there is very little bend in the cable. Measure back from the bolt hole
center on the existing cable and give us that measurement.

Basically the “Swivel-King” feature breaks the hose and allows the cable to move freely inside.
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C O R P ORATI ON

TERMINALS For DUAL Conductor (“Kickless”) Cables
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TERMINALS For DUAL Conductor (“Kickless”) Cables
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CAL FLEX Uniflex
IIA!' —— -
"B" 12R F75
1-1/2" < 17" °
- e FIT
Order Cable Shunt "D" 177
Separately as LS=271 E 12RX F-75-L
1-1/8" Bolt Hole Centers 25/39 F 17HC FA
IIGII 9L N
uHu 9L4 LN
CAL TERMIANL DATA "J" 12R2 | LF
MCM SIZE TERMINAL | OUTER HOSE No cross reference for "K" or"L
DIA. DIA.
[2S7 AND 300 1-3/87 1-15/16” Kickless Cables can be ordered with any
400 AND 450 1-5/8” 2-5/16” combination of the terminals shown above.
500 1-5/8” 2-5/16” Many other terminals available upon request.
[600 AND 650 1-7/8” 2-9/16” We can build special per your specifications.
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TECHNICAL DATA

Dual Conductor (kickless) Cable
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Based on: Water - 2 g.p.m. @ 100° temperature; Maximum Temperature of 167° F; OHM’s per foot include BOTH LEADS

Dual Conductor (“Kickless”) Cable
Selection Chare
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Cable Length in FEET

Cable Size (3omcm|400mcMm 500MCM[600MCM|650MCM 800MCM
MCM
Resistance
per foot (D.C)| 69.66/ft.| 52.4/ft. 43.0/ft. | 38.8/ft | 33.1/ft | 27.32/ft
OHMS Xx 108
Impedance
o o6 | 787 | s95 | 483 | 412 |378 | 304
DUTY CYCLE | MULTIPLIER Determining the MCM size required
100 % 1.00 . . AR
90 % 95 To determine the required MCM rating, it is first necessary to know: (1) the
80 % '90 duty cycle, (2) current to be used and (3) length of the cable to be used,
70 o/" .84 measured bolt hole center to bolt hole center.
(] .
60 % 78 Once this has been determined, proceed as follows:
50 % .71 1. Find the closest duty cycle shown on the multiplier chart to the left. Take
40 % .63 your current level and multiply it times the multiplier shown. This will give
30 % 55 you the continuous duty current of the cable.
20 % .45 | .
10 % 32 2. Refer to the chart below. Looking up from the length of your required
3 . cable, find the angular line closest to the continuous current level
S o/" .22 you just established. Then follow the angular line to the right for the
g 0//0 :Z MCM rating.
(] .

Based on 2 gallon per
minute minimum water flow
and 100°F temperature rise.






